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Split Grounding Bushings

Arlington’s 550 series zinc diecast split grounding bushings deliver convenience and time-
savings. They’re split to allow the addition of a bushing AFTER conductors are installed in 
the conduit.
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TRADE
SIZE

GROUND 
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UNIT
PKG

STD
PKG

DIM
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DIM
B

550 99306 1/2 14 4 25 100 2.046 1.910

551 99307 3/4 14 4 25 100 2.278 2.226

552 99308 1 14 4 25 100 2.557 2.504

553 99309 1-1/4 14 #1/0 20 80 3.092 3.095

554 99310 1-1/2 14 #1/0 20 80 3.338 3.364

555 99311 2 14 #1/0 10 50 3.822 3.890

556 99312 2-1/2 14 #2/0 5 20 4.836 4.427

556250 99313 2-1/2 6 250MCM 10 10 4.836 4.427

557 99314 3 14 #2/0 5 20 5.461 5.057

557250 99315 3 6 250MCM 10 10 5.461 5.057

558 99316 3-1/2 14 #2/0 5 20 5.961 5.561

558250 99317 3-1/2 6 250MCM 5 5 5.961 5.561

559 99318 4 14 #2/0 5 5 6.461 6.063

559250 99319 4 6 250MCM 5 5 6.461 6.063
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INSTALLATION SHOTS

1. Loosen side screws to 
allow bushing to pivot 
around installed cables.

2. Tighten set screw to 
seat bushing securly on 
conduit
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PATENT PENDING.

LARGER SIZES 
COMING!




