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These bushings fit existing irregular shaped holes in metal studs, alleviating the need to 
punch new holes in the metal studs, weakening the structural member. Use these bushings 
to comply with paragraph 300.4(b)(1) of the 2020 NEC code which states that: “In both 
exposed and concealed locations where non-metallic sheathed cables pass through either
factory or field punched, cut, drilled slots, or holes in metal members, the cable shall be 
protected by bushings or grommets covering all metal edges and securely fastened in the 
opening prior to installation of the cable.”

INSTALLATION INSTRUCTIONS

CATALOG
NUMBER

UPC/DCI/NAED
MFG #018997

STUD
SIZE

UNIT
PKG

STD
PKG

DIM
A

DIM
B

DIM
C

DIM
D

SB13 40115 2 X 4 500 500 5.751 2.500 .505 1.300

SB130 40130 2 X 4 100 100 5.751 2.500 .505 1.300

Add suffix “BL” to catalog # when ordering in black.

Galvanized Steel Support Cable

CATALOG
NUMBER

UPC/DCI/NAED
MFG #018997

CAPACITY
No. of cables

UNIT/STD
PKG

DIM
A

DIM
B

DIM
C

DIM
D

DIM
E

CUS6 20827 2 X 4 100 .625 .571 8.07 .927 1.951

E105706

A

AB

C

D E

Economical galvanized steel cable support holds cable secure and centered on a metal or 
wood stud. It’s perfect for fastening and positioning up to six individual NM cables, or four 
metal cables on a 2x4.

INSTALLATION INSTRUCTIONS

Nail or screw CUS6  support to metal or  wood stud (metal shown).

MADE IN USA.

NEW!




